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SIEMENS

SIVACON S8 - Low Voltage Switch Board

Siemens EcoTech Profile

SIVACON S8

Low carbon materials
Product Carbon Footprint (PCF) of steel

parts reduced by 14% through the
application of low carbon steel.
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Substances of concern
SIVACON S8 features now a lead free
fundamental design.
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Maintenance possible / Updatability
Transparent and modular design
simplifies maintenance and retrofits.
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Upgradability
Upgrades and retrofits with new
technical features are possible by using

new devices.
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Recyclability Ease of disassembly / Circularity

High recyclability rates achieved through  instructions

metal-centric design and reduced plastic ~ Screwed connections allow easy

usage. disassembly by users and recyclers with
standard tools.

@

Compliant with substance
regulations

Protect people and environment by
avoiding substances of concern.
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EPD Type Il or Type lll available

The Environmental Product Declaration (EPD)
provides transparency on the environmental
impact of the product throughout its life cycle.
Type Il according to ISO 14021 including Life Cycle
Impact Assessment (LCIA). Type Il verified and Scan for Environmental

certified according to 1SO 14025. Product Declarations (EPD) and
further technical information.

Gz U Range of application

EcoTech

This Siemens EcoTech Profile is valid for the fundamental design of SIVACON S8 from Leipzig factory,
8PQ9700-0AA46 and 8PQ9700-0AA47.

Page 1/2


https://support.industry.siemens.com/cs/document/109988068/environment-epd-type-ii-iii-%28with-life-cycle-assessment%29-manufacturer-siemens?dti=0&lc=en-DE
https://support.industry.siemens.com/cs/document/109988068/environment-epd-type-ii-iii-%28with-life-cycle-assessment%29-manufacturer-siemens?dti=0&lc=en-DE
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Further information on the product

Sustainable materials:
a
Low carbon materials

¢ The material mix for the product
includes 61,2% steel.

* 30% of this share has been substituted
with low carbon steel, reducing the
carbon footprint by 14% compared to
predecessor.

A

Substances of concern
« Fundamental design has been fully
revised compared to predecessor,
eliminating all lead content.
« Used materials now containing 0%
lead.

Our production facilities

Our goal is clear: All Siemens production facilities and buildings
worldwide are to achieve a net zero-carbon footprint by 2030.
Today, all Siemens EcoTech products are manufactured in production
facilities using 100% renewable electricity.

Optimal use:
X
Maintenance possible / Updatability
* SIMARIS software allows full
transparency of every used parts, and
further ease maintenance with digital
documentation and maintenance
logbook.
¢ The modular design enables
maintenance, replacement and retrofit
of the different devices used, adapting
to evolving needs.

And the ambitions go much further. The management systems
implemented in our production facilities reduce the environmental
impacts of our sites. Furthermore, we ensure fair treatment and
respect for our people. More information about the 360° view on
Siemens' sustainable transformation: Learn more about our DEGREE

framework

Our Robust Eco Design process

SIEMENS

Value recovery:

Upgradability
« Easy access design facilitates device
replacement with new features.
)
Recyclability
« Overall product recyclability of up to 87%
mainly due to metal content.
« Steel maintains properties during
recycling, while plastics deteriorate.

Ease of disassembly / Circularity
instructions
* 95% of mechanical connections are
screwed and allow easy and non-
destructive disassembly.
¢ Recycling guideline provide details on
disassembly, sorting, recycling and
material recovery procedures.

. Scan for more information on the
Siemens EcoTech framework

TUOV Rheinland has independently
validated the assessing methodology
behind this product sheet’s data
evaluation according to ISO 14020
and 14021 standards.

The Siemens Robust Eco Design (RED) approach provides the foundation for integrating Ecodesign systematically into our product development and allows us
to derive Ecodesign specifications that are advantageous from an environment point of view while meeting our own sustainability goals as well as those of our

customers and suppliers. The RED approach involves three phases:

Application perspective

Definition of relevant product families,
identification, and prioritization of Ecodesign
requirements from stakeholder expectations.

Solid foundation
LCA-based assessment of environmental impacts
for representative products along the entire life
cycle, communicated via EPD.

Published by Siemens

Siemens
EcoTech

(B2C) context.

Dematerialization
Evaluation of quantitative environmental impacts

of Ecodesign and of further requirements,
derivation of improved design specifications
wherever reasonable.

Subject to changes and errors. The information given in this document only contains general descriptions and/or performance features which may not always specifically reflect
those described, or which may undergo modification in the course of further development of the products. The requested performance features are binding only when they are
expressly agreed upon in the concluded contract. All product designations may be trademarks or product names of Siemens or other companies whose use by third parties for
their own purposes could violate the rights of the owners. This product information addresses business customers (B2B) and is not intended for use in a business-to-consumer
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https://reporting-hub.ryze-digital.de/siemens/en/our-degree-framework/
https://reporting-hub.ryze-digital.de/siemens/en/our-degree-framework/
https://www.siemens.com/siemensecotech

