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Introduction
We have been asked by AGD to inform all concerned of a change to the wiring pin-out code to AGD 400 Detectors.




Scope
New AGD400 Passive Infra-red Stop-Line Detectors




Related Documents
A new customer information sheet will be included in with the detector.




Background
This makes the AGD 400 relay output wiring code identical to every model of above ground detector in the range. (i.e. AGD 200, AGD 220 etc). Previously on AGD400 pins 5 & 6 were not used and pins 7 & 8 were for low and high impedance for a detect state.




Procedure
Wiring Changes to AGD 400 Passive Infra-red Stop-Line Detector 
As from immediate effect on all new units, the new wiring pin-outs will be:-

Pin No    Wire Colour             Designation
1               Red                    +24v dc or 24v ac

2                Black                   0v dc or 24v ac

3                Green                        Earth

4                White                       Relay Common

5                Yellow                High impedance for a                                                                              ‘                                       detect state. (open circuit)

6                Blue                   Low impedance for a                                       ‘                                       detect state. (short circuit)

7                Violet                        Not connected.

8                Orange                     Not connected.

Please pass this information on to all concerned. If any further information is required, please contact:

            Mark Price, AGD Customer Support :    

                           Tel: 0797 746 4034
           <mailto:mark.price@agd-systems.com
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