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	Issue Date
	03/10/2003

	Issued by
	John Hampshire

	Approved by
	Roy Bowen


	Title:
	A Template to assist in the positioning of the Pole Fixing and Cable Entry Holes, on Signal Poles, for Nearside Signals and Pedestrian Demand Units


	Introduction
	A template has been designed to assist in the correct positioning of holes on a signal pole, prior to drilling, for the fitting of Puffin and Toucan Near Side Signals, Wait Box and Pedestrian Demand Unit.

The hole positions are for the fixing holes and the cable entry holes.

	
	

	Scope
	Signal Poles that require drilling to accommodated Puffin and Toucan Near Side Signals, Wait Box and/or the Pedestrian Demand Unit

	
	

	Related Documents
	667/2/01478/ETC

	
	

	Background
	N/A

	
	

	Procedure
	A drawing is attached to this Technical Bulletin defining the dimensions of the template.

The attached file is now at issue 3, reflecting changes to the template.

NOTE - The height from the centre of the push button to the footway level must be between 1.0 and 1.1 mtr. . [see 
LTN 1-98]

This dimension applies if the push button is a single housing or a separate housing Demand/Display unit.
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Drill Position Template for Puffin and Toucan Near Side Signal,
Wait Box and Pedestrian Demand Unit


38-43 mm


545-550 mm


42 mm


92 mm


118 mm


161 mm
Height of


Pedestrian
Demand unit


58mm


183mm


266mm 346 mm
Height of
Near Side
Signal or
Wait Box


Top 'U'
Bolt Hole


Bottom 'U'
Bolt Hole


Cable
Entry
Hole


Top 'U'
Bolt Hole


Bottom 'U'
Bolt Hole


Cable
Entry
Hole


NOTE - All holes to be 4mm Dia
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