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Introduction
1 The current tactile design requires a 230v green man signal for the interlock. Current nearside Puffin signals have a 24v or 48v feed so there is a problem with incompatibility. The AGD 24v version is now obsolete and has been replaced by a 48v version. This means that in future a common transformer kit will drive both AGD and THERMOTOR versions. 

2 The Highways Agency is about to review the Tactile specification and will be considering the nearside 48v signal requirements.




Scope
Near-side Puffin and Toucan Signals with Tactile




Related Documents
Engineering Change Number FOUR1053




Back ground
1 The AGD LED red/green man units originally operated at 24volts but a 48v version has superseded it. The THERMOTOR version operates at 48v. Until the 48v version of the Radix tactile is readily available the 230v version must still be used.

2 The current 24v tactile design requires a 230v feed from the green man signal. If a Puffin is using the red/green man units operating at low voltage and it has also to be fitted with 24v or 240 volt operating Tactile, the required tactile feed is not present at the push button box.




Procedure
Except on the ST700, where no 240volt green man feed exists, a spare core will need to be used to provide the green man signal to 24volt Tactiles from its source at the controller.



Notes
1 Until all 24v units in existence are used up care should be taken to avoid connecting the 24v AGD LED red/green man units to a 48volt low voltage supply. 
2 On the T700 Pelican there is no 230v feed so that the new Radix tactile working at 48v must be used. The part number for the 48v Radix tactile is 667/7/17390/048.

3 The 24v AGD version is now obsolete. 

Field Services are to note the following part numbers are  obsolete, 

654/4/01107/000          AGD puffin nearside signal

654/4/01108/000          24v p/b box

They have been replaced by 

654/4/01107/048          AGD puffin nearside signal

654/4/01108/048          AGD puffin demand unit-48v

and for Welsh Office use only 

654/4/01108/148          AGD p/b box-48v Welsh
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