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	TITLE
	Fuse Carriers Used with Helios CLS LMF Units


	Product
	ST800/

ST700
	T400
	Cuckoos
	OMU
	HELIOS CLS
	MOVA
	OTU
	INSTATION SOFTWARE
	OTHER

	
	
	
	
	
	▲
	
	
	
	


	Are Modifications  Required ?
	Yes

	Retrospective Action Required ?
	No

	Priority of the Change
	URGENT ASAP
	ACTION AT NEXT SITE VISIT
	ACTION WITHIN 3 MONTHS
	ACTION AT NEXT PI
	ACTION ONLY IF PROBLEM ARISES
	INFORMATION ONLY

	
	
	
	
	
	▲
	


	Introduction
	It has been identified during investigation of field returns of faulty Helios CLS LMF units that a small number of the returned  units have fuse carriers (F1) with contacts positioned in such a way that contacts are not making with the fuse holder.
(See drawings below showing the correctly and incorrectly positioned contacts)

	
	

	Scope
	All Helios CLS LMF Modules

	
	

	Procedure
	If a Helios CLS aspect does not light check that the fuse carrier does not have the fuse holder contacts that are positioned in such a way such that they do not make contact with the fuse holder.

If necessary carefully bend the contacts outwards.

(See attached drawing that shows the correct positioning of the fuse holder’s contacts).

	
	

	Related Documents
	N/A
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