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	Title:
	A problem has been identified when an ST800 Intersection Controller is configured with a Pedestrian Stream having two or more vehicle phases and running a CLF plan


	Introduction
	A Stand-alone Pedestrian Stream configured on an ST800 intersection controller and having Two or more Vehicle Phases configured to give two or more RLM approaches, cycles normally under VA but the Pedestrian Phase is not serviced when running a CLF plan

	
	

	Scope
	All ST800 Intersection Controllers having a Stand-alone Pedestrian Stream configured with two or more vehicle phases.

	
	

	Related Documents
	N/A

	
	

	Background
	N/A

	
	

	Procedure
	Although it is possible to configure a Stand-alone Pedestrian Stream on an ST800 intersection controller with more than one vehicle phase to provide more than one RLM approach, it must be configured in IC4 in the following manner if CLF plans are to be implemented on the controller.

Always configure all the vehicle detectors and all of the timings on the first vehicle phase in the stream in IC4. Ensure that there are NO detectors and zero min green and max green timings on the second or subsequent phases.

NOTE 1 If you wish the timings for the Pedestrian and Vehicle phases to appear ‘next’ to each other, configure the Pedestrian phase first and then the Vehicle phases, with all the detectors and timings on the first vehicle phase.

NOTE 2 Under basic pelican VA mode it does not matter which vehicle phase is assigned the detectors and timings.
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