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Introduction
 


There have been 9 reports of Electrolytic Capacitors C90, C99 and C141 being fitted the wrong way around on the Telecommand 12 Outstation Processor PCB 666/1/02239/000.

Depending on which capacitor or capacitors are wrongly fitted, irreparable damage may be caused to the PCB. Unfortunately, due to the position of the capacitors in the circuit it was not possible to pick up these errors when the PCBs were tested.



Scope



All Telecommand 12 Outstation Processor PCBs manufactured between 24/5/99 and 16/8/99 are potentially at risk. 



Related Documents



None



Back ground



It appears that, at the least, PCBs manufactured on the 14th and 15th of June were built incorrectly. Components on the PCB may have been placed on the PCB incorrectly for a short period. If necessary, I can supply a diagram of the PCB showing the location of the three capacitors. It may be that other batches are also incorrect but there is no evidence of this to date. 



Procedure



1 PCBs built on 14th and 15th of June and delivered to PORTSMOUTH and SEFTON.  Check the attached layout diagram and confirm that, on all PCBs listed, Electrolytic Capacitors C90, C99 and C141 are fitted the correct way around. If any are discovered fitted incorrectly return the PCB to Product Support at Poole.
2 All other PCBs. Field Services are to be aware that this potential problem exists. If any are discovered fitted incorrectly return the PCB to Product Support at Poole and also notify either John Burgess (01202 782188) or Roy Bowen (01202 782232) immediately.  
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