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	Title:
	The setting of the Controller Detector Active Time when using AGD620 Kerbside Detectors.


	Introduction
	At dusk or low light levels, the AGD620 kerbside detector gives a ‘PD’ for approximately 40 minutes. This will give problems at installations where the DFM time has been set to a similar or less value.

	
	

	Scope
	All sites using AGD620 kerbside detectors.

	
	

	Related Documents
	N/A

	
	

	Background
	See attached letter from AGD. (AGD620 INFORMATION.pdf)

	
	

	Procedure
	Ensure that all installations that are using AGD620 Kerbside Detectors have the DFM time extended to the minimum of 60 minutes.
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Martin, Dave (Poole)

From: Grag Baker [greg baker@ agd-systerns.com]
Senl: Thursday 185 Ssptambar 2003 16:04

Tao: dava martin@ siamans. cmem
Bubject: AGDEM Light Lavals

E'

Drve,

The AGDE20 will work down to a level in the range 3 to 6 lux {lux is the level of illumination of a
surface ie how brightly a surface is lit from another source.). Usual lighting practices realise a
minimum level of 20-30 lux and are noemsally not @ problemn, EU guidelines are set to increase these
level 1o =100 lux. The optical filters on the AGDA20 have been designed to accommodate the
different spectral transmissions of different technologics used in street lighting. Eg low-pressure
soidium, high-pressure sodium and metal halide types etc. Variances owing to different source
technologies are therefore minimised. Potential problem arcas are as follows:-
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If there is always sufficient light there should be no problem with operation. If there is an issue with
4 pasticular site our customer support engineers will be able to give guidance on a site by site basis,
However please keep in mind that it is difficult to take lux measurements at night if that 15 required.

I irust this answers your enguiry.
Kind Regards
Greg Baker

e Baker
Semvioe Canlra Tachnician
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