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Siemens Traffic Controls


Technical Action Bulletin


	Siemens Technical Action Bulletin No.
	STAB05-0024


	TITLE
	UPDATE of ST700 and ST800 FIRMWARE to PB800 Issue 23


	Product
	ST800/

ST700
	T400
	Cuckoos
	OMU
	Street Furniture
	MOVA
	OTU
	INSTATION SOFTWARE
	OTHER

	
	▲
	
	
	
	
	
	
	
	


	Are Modifications  Required ?
	No

	Retrospective Action Required ?
	No

	Priority of the Change
	URGENT ASAP
	ACTION AT NEXT SITE VISIT
	ACTION WITHIN 3 MONTHS
	ACTION AT NEXT PI
	ACTION ONLY IF PROBLEM ARISES
	INFORMATION ONLY

	
	
	
	
	
	
	▲


	Introduction
	The ST700 and ST800 firmware has been updated from PB800 Issue 22 to PB800 Issue 23.
PB800 Issue 23 will be installed in all TfL ST700 and ST800 controllers from 01/10/2005 and all other ST700 and ST800 controllers when stocks of PB800 Issue 22 have been exhausted.

	
	

	Scope
	All ST700 and ST800.

	
	

	Procedure
	The ST700 and ST800 firmware PB800 Issue 23 has the following enhancements and problem fixes – 

1) Improvements have been made to the RTC Clock facility to improve its accuracy when the time is set from and checked by a TfL TCAM Unit.
2) If a cabinet / manual panel door switch is fitted, the firmware now logs ‘DOOR OPEN’ and ‘DOOR CLOSED’ appropriately and automatically exits Manual mode when the door is closed.

3) The addition of a UTC Force Bit Watchdog facility which disables UTC mode when any UTC stage force bit is active for more than a configurable number of seconds. UTC mode is allowed again as soon as the force bit is released (see FLF 60).
The default is set to UWD:20 (i.e. 200 seconds)
NOTE -  This facility must be manually disabled (using UWD=0) if a freestanding MOVA unit is using the UTC I/O interface. The facility is automatically disabled when Serial MOVA is used.

4) The following new lamp monitoring types have been added -
a) Special 2 “R,xG,A” – Red and Amber   only, don’t monitor green. For example, when LED green-arrows that cannot be lamp monitored are fitted with normal Red and Amber lamps.
b) Special 3 “R,xG,xA” – Red only, don’t monitor green or amber. For example, when Helios LED signals are used and only the red can be monitored (e.g. has an Helios CLS LMF fitted) to allow Red Lamp Monitoring.
c) Special 4 “R,G,xW” – Red and Green only, don’t monitor ‘wait’ (or the red while the ‘wait’ is illuminated). For example, when LED ‘WAIT’ or ‘Demand Accepted’ indicators are fitted that cannot be lamp monitored. This type can also be used on a traffic phase to ignore the amber and only monitor the Red and Green while the amber is not illuminated.

5) The recording in the rolling log of either POWER OFF/ON or “FLF 17:255 LSUP” on any mains break or brownout that causes the traffic signals sequence to restart, even if the break or brownout is only short does not cause the Controller to power down.
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