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Siemens Traffic Controls


Technical Action Bulletin


	Siemens Technical Action Bulletin No.
	STAB04-0006


	TITLE
	The Use of the ST800 System PSU 24v DC


	Product
	ST800/

ST700
	T400
	Cuckoos
	OMU
	Street Furniture
	MOVA
	OTU
	INSTATION SOFTWARE
	OTHER

	
	▲
	
	
	
	
	
	
	
	


	Are Modifications  Required ?
	YES

	Retrospective Action Required ?
	YES

	Priority of the Change
	URGENT ASAP
	ACTION AT NEXT SITE VISIT
	ACTION WITHIN 3 MONTHS
	ACTION AT NEXT PI
	ACTION ONLY IF PROBLEM ARISES
	INFORMATION ONLY

	
	
	
	
	
	▲
	▲


	Introduction
	The ST800 system PSU has the capability of providing a maximum 24v D.C. @ 700mA.
This 24v DC is used on the Lamp Switch Cards, I/O Cards and SDE Cards. 
Depending upon the number of these cards that are fitted, there may be NO 24v DC available to drive Detector Cards.

	
	

	Scope
	This applies to all ST800s

	
	

	Procedure
	To drive the Detectors on the ST800 always use 24v AC.
External Detectors e.g. Above Ground Detectors, must never use the 24v DC.

This requires the fitting of either - 

Controller Mounted 24v AC 160VA Supply Kit (667/1/20292/008) 
or 

24v AC 50 VA Detector Supply Kit.
(667/1/27853/000)

NOTE – always ensure that the Detector Cards that are fitted in ST800 are of the 24v AC type.

	
	

	Related Documents
	667/HB/27000/000
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