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Introduction





Purpose





This document describes the corrective actions for re-furbishing corroded T400S outercases in situ i.e. installed in the street.


The document does not include corrective actions where corrosion has perforated the case.





Scope





Reference is made to the type of anti corrosion paint to be used together with the method of preparation of the surfaces to be painted.





Related Documents





Health and Safety.


Electricity at Work.


The paint manufacturer's instructions relating to the application of the paint and any precautions which must be observed.








2. Paint Type


One of the following paint types/systems should be used.





Primer.


Trimite Zinc 41/RP466 (Single part ).


Top coat


Acrylic, polyurethane or similar air drying paint. Colour Grey to 


BS381C 693.





Primer.


Trimite Zinc AP45 (2 part ).


Top coat.


Trimite B25 ( 2 part Polyurethane ). Colour Grey to BS381C 693.





Primer.


Galvatech “Zinga” ( Zinc based single part ).   


 Top coat.


 Acrylic, polyurethane or similar air drying paint. Colour Grey to 


 BS381C 693.





Note.


All the above are brush application paints.


All the Primers require a minimum of 12 hours curing time.





Tools


The following list of tools is the minimum required to carry out the refurbishing.





667/2/20234/000  Screwlock key. (Main door).


Strebor S18 key. (Main door).


Yale 900 key. (Manual access door).


1” Paint brush.


1.1/2” Paint brush.


Wire brush. 


Rotating wire brush.


Medium Emery cloth.


Disc pad with arbor to fit a drill.


Drill (230V or re-chargeable).


Wipes.


Soft sweeping brush.


Vacuum cleaner. 


A 13A maintainance socket is available on the Master Switch panel, which is                                                   located at the bottom RH side of the case. 


Suitable protective clothing, goggles etc.





Preparation.





It is expected that on commencing the refurbishing of each T400S case the contractors own codes of practice will ensure public safety 





Open the Main door using first the Strebor S18 key in the centre lock. Second using the Screwlock key release the Top and Bottom locks.


Open the Manual Access door at the side of the case using the Yale 900 key.





NOTE: Mains (230V) electricity is present inside the case. Take care to avoid contact with any internal equipment. 





Remove any dirt or weeds around the base of the case. Wipe any dirt from around the Manual Access door and aperture taking care not disturb any switches or buttons.





Inspect the corroded areas and dependent on the level of corrosion remove loose particles using a emery cloth, wire brush or angle grinder. Wipe clean and dry before attempting to apply the primer coat of paint.


Care must be taken to ensure the particles are kept away from the internal equipment. Remove debris from inside the case.





Application 





The application of the paint should be in accordance with the manufacturer's instruction. 


The paint manufacturer's instructions relating to safety and any other precautions that must be taken, should be noted.





Using a paint brush, apply the primer coat to the previously cleaned corroded areas of the case.





Leave a short time to allow curing to commence.





Close and secure the doors. For the Main door secure the screwlocks before securing the Strebor lock .





The top coat should be applied a minimum of 12 hours after the application of the primer coat. 





Open the case doors as described in Section 4 observing the same precautions as described previously. Any condensation grease and/or dirt should be wiped off using a suitable solvent e.g. white spirit, before commencing with the application of the top coat.


 





Note the paint manufactures instructions relating to application and safety etc.





Brush paint the previously primed areas of the case and leave to cure for a short time prior to closing the doors and making secure as described above. 









































End of Specification
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