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                                                                                    Siemens Traffic Controls

Technical Services Dept.

	Technical Bulletin No: 
	TB 41-0088


	Status
	For Information

	Issue Date
	29/05/2003

	Issued by
	John M. Hampshire

	Approved by
	Roy Bowen


	Title:
	New Range of Radix Tactile Euipment


	Introduction
	Radix have introduced a new range of tactile equipment which supersedes the existing models. These new models are compatible for direct replacement of the older variants.

	
	

	Scope
	New and replacement Radix Tactile Units

	
	

	Related Documents
	667/7/17390/000

667/7/17390/048

	
	

	Background
	N/A

	
	

	Procedure
	230volt Operation

Old Variant – RS252 – 230v operation – Kit consists of –

a) Tactile Unit for Push Button Box

b) Power Supply Unit

c) Mounting Bracket with Screws etc.

d) Instruction Manual

The Replacement for RS252 is CU100

New Variant – CU100 – 230v operation - Kit consists of – 

a) Tactile Unit for Push Button Box

b) Control/Power Supply Unit

c) Mounting bracket with Screws etc

d) Instruction Manual

Shipped – one per box

Note – The RS252 units are not interchangeable with the CU100 units.
----------------------------------------------------------------------------------

48volt Operation

Old Variant – RS272 – 48v operation – Kit consists of –

a) Tactile Unit for Push Button Box

b) Power Supply Unit

c) Mounting Bracket with Screws etc

d) Instruction Manual

The Replacement for RS272 is ITE200
New Variant – ITE200 – 48volt operation – Kit consists of –

a) Tactile unit for Push Button Box with Integral Power Supply Unit/Control Box

b) Mounting Bracket with screws etc

c) Instruction Manual

This equipment can is used on nearside traffic signals with a 48volt supply. e.g. Puffin and Toucan Controller.

Shipped – two per box

Note – the RS272 units are not interchangeable with the ITE200 units.
Note – the Integral Power Supply/Control Box can be rotated, if necessary, to ensure that it will not foul the front of the enclosure when closed.

Note – When replacing a RS272 with an ITE200 remove the existing Power Supply Unit as the ITE200 comes complete with its own integral Power Supply Unit

-----------------------------------------------------------------------------------
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