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	Introduction
	Invalid RLM faults were produced when Helios LED Signal Heads were connected to T400 Pedestrian Controllers. These problems caused the signals to be extinguished.

Initial problems were overcome by up issuing the firmware in the RED LED PCB signal aspect to issue 4. 

Further investigation identified that the T400 Pedestrian Controller could be enhanced to alleviate long term intermittency.

	
	

	Scope
	All Helios LED Signal Heads that are fitted to T400 Pedestrian Controllers.

	
	

	Related Documents
	The Helios Compatibility Document 667/SU/30200/000 will be updated to reflect these changes.

	
	

	Background
	See Technical Bulletins TB41-0065 and TB41-0067

	
	

	Procedure
	Fit to the T400 Pedestrian Controller Firmware PB322 issue 10 or higher.

Fit to RED LED signal aspects the LED PCB assembly 667/1/30198/001 at issue 4 or higher.

Configuration of the T400

Those sites currently running PB322 issue 8 or 9 can be upgraded by simply replacing the firmware prom.

(The configuration and working data will remain intact, assuming no problems with the ram battery support)

Sites with PB322 at issue 7 or earlier will require the controller to be re-initialised. Handset data will need to be re-entered. It is suggested Echoes or IPT be used to save handset changed data prior to firmware upgrade.

Note 1 - If there is insufficient stock of issue 4, or higher, Red LED PCB’s to complete an installation of a T400 Pedestrian controller, PCB assemblies of 667/1/30198/001 at issue 3 or lower may be returned to Poole for modification.

Note 2 – All Red PCB assemblies 667/1/30198/001 will be

           shipped at issue 4 or higher as from now.

           All LED PCB’s will be loaded with issue 4 software as

           from now.

           The following PCB’s are updated to issue 4 as their

           software has been updated –

                 667/1/30198/002 – Amber LED

                 667/1/30198/003 – Green LED

                 667/1/30198/004 – L/R Green Arrow

                 667/1/30198/005 – Ahead green arrow



	
	

	NOTE
	The upgrade of the T400 firmware applies to PB322 firmware only. Firmware PB321 and PB320 are not affected but still require issue 4 or higher RED LED PCBs to be fitted in signal aspects.
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