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                                                                                    Siemens Traffic Controls

Technical Services Dept.

	Technical Bulletin No: 
	TB 41-0092


	Status
	Issued

	Issue Date
	17/06/2003

	Issued by
	John M. Hampshire

	Approved by
	Roy Bowen


	Title:
	Incorrect Hole Drilling in Signal Poles for the Fitting of Top Cap Termination Plates


	Introduction
	It has been identified, by the field, that the holes drilled in Signal Poles to enable the fixing of Top Cap Termination Plates are in the incorrect position. 

The holes may be miss-positioned by up to 7mm from the top edge of the pole.

This problem causes the fitting of the Small Termination Plate to be impossible without the reworking of the Signal Pole.

We do not know the total quantity of poles affected.

	
	

	Scope
	All Signal Poles manufactured during May and early June 2003

	
	

	Related Documents
	

	
	

	Background
	N/A

	
	

	Procedure
	If an incorrectly drilled pole is identified it can be used with the Large Top Cap Termination Plate without any modification.

If it is necessary to fit a Small Top Cap Termination Plate then the Signal Pole will have to be re-drilled to the measurements identified in the attached file.

(Find attached file – Pole Measurements.pdf - identifying the correct dimensions for the hole positions.)

Logistics to arrange for an inspection of any stock and to return to the Supplier any poles having these holes out of position by more than 7mm unless the intended customer agrees to re-drill the poles himself.
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