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Title:�
ST4R Detector - 667/1/27665/000�
�



Introduction�
 �
�
�
The ST4R Detector is being modified to bring it into line with a low profile export version so that only one version exists. The LEDs and switches on the front panel are being replaced with compatible low profile versions as existing stock is being used up.


 


A facility is being added to the firmware for export use only which increases the presence time outside the normal TR0100 ranges by use of switch S9/2 on the PCB. To date only switch S9/1 has been used  in conjunction with the “P” switch on the front panel in order to give presence times. Until the silk screen on the front panel is altered a label will be added to it to warn that switch S9/2 must be switched off on the UK version as the new firmware will interrogate it.�
�
Scope�
�
�
�
The change will effect all production of the ST4R detector from 5th August 1999.�
�
Related Documents�
�
�
�
ANL 01661 raises the firmware up to issue 4. RFCs  311285, 311509 and 311517 amend the items list to call up low profile switches and LEDs and alter the Front panel. An ECN to cover these changes is about to be issued.�
�
Back ground�
�
�
�
All detectors made from 5th August are to be fitted with a label 4/1C899 marked "SET S9/2 TO OFF FOR UK USE" on the front panel. When panels with issue 4 artwork are received and the stock of issue 3 front panel is exhausted the label will no longer be necessary. 667/1/12756/000 (PB756) Firmware has been up issued  to  issue 4.





Low profile versions of the Push button switches, the DIL switches and LEDs will in future be called up.  Old stock will be used up on UK versions.�
�
Procedure�
�
�
�
Field Services to note that all old issues in use for the UK can have the switch S9/2 in either position but it is essential that any boards for UK use with issue 4 Firmware or later MUST have this switch in the “OFF” position. It is recommended that switch S9/2 is switched to the “OFF” position on all versions. 
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