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	Introduction
	At the Technical Liaison Meeting in Droitwich (24/04/03) it was identified that a set of leads and probes were needed to safely perform Conflict Testing (action 3.10).

During the investigation to find suitable leads, it was identified that leads were also required to safely measure Low Voltages (up to 600Vac). 

	
	

	Scope
	Conflict Testing on all controllers during Installation and site upgrading, Low Voltage Measurement and Extra Low Voltage Measurements.

	
	

	Related Documents
	N/A

	
	

	Background
	N/A

	
	

	Procedure
	The following leads and probes were identified to be used for Conflict Testing, Low Voltage Measurement and Extra low Voltage Measurements. –

1) Conflict Testing
Test Lead Set – RS207-9913 – Remove the test
                          probes from the test lead set and
                          replace them with the fused probes
                          listed next.
Fused Probes - RS425-3826
Fuses             - RS388-4132

These leads should only be used for Conflict Testing, not general use.


2) Low Voltage Measurements (up to 600Vac)
Fused Lead Set              - RS212-966
Fuses                              - RS388-4132
Crocodile clips (optional) - RS212-972

These leads are to be used when measuring Low Voltages between 50Vac and 600Vac


3) Extra Low Voltage Measurements (up to 50Vac)
Use standard test leads
All the above items are available from RS Components Ltd
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