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Technical Action Bulletin


	Siemens Technical Action Bulletin No.
	STAB06-0022


	TITLE
	Fitting Helios CLS to T400P Controllers


	Product
	ST800/

ST700
	T400P
	OMU
	Street Furniture
	MOVA
	OTU
	INSTATION SOFTWARE
	OTHER

	
	
	▲
	
	
	
	
	
	


	Are Modifications  Required ?
	Yes

	Retrospective Action Required ?
	No

	Priority of the Change
	URGENT ASAP
	ACTION AT NEXT SITE VISIT
	ACTION WITHIN 3 MONTHS
	ACTION AT NEXT PI
	ACTION DURING INSTALLATION
	INFO. ONLY

	
	
	
	
	
	▲
	


	Introduction
	The latest version of the Helios Signal Head, the CLS, has been designed to work with all Siemens current Controllers including the T400 series of controllers.
Unfortunately the current Phase Driver Card used in the T400P controller is not compatible with the Helios CLS Signal Heads (667/1/20225/000 up to issue 10) as the current drawn by the CLS is less than a Halogen Bulb.
This could result in Red Lamp Faults being generated if only one CLS and one Halogen Signal head is installed.

	
	

	Scope
	All T400P controllers that are to have Helios CLS Signal Heads connected to them.

	
	

	Procedure
	If it is required to fit a Helios CLS Signal Head to a T400P controller, the Phase Driver Cards 667/1/20255/000 must be updated to issue 11 or later.
NOTE 1 – the new issue 11 of Phase Driver cards will be capable of driving up to 5 off Lamp Transformers plus 1 off CLS aspect per phase (or any combination up to 0 Lamp Transformers plus 6 CLS Aspects).

NOTE 2 – if the controller is running PB322 firmware, ensure that the firmware PB322 is issue 11 or later (as was required if Helios LED Signal Heads were to be connected to a T400 controller). 

	
	

	Related Documents
	667/HB/30000/000
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