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	Introduction
	A problem has been highlighted when connecting the new LED Pedestrian Pushbutton to ST700 controllers and driving them directly from the 48v Wait Phase Output. Connecting the unit directly to the 48v Phase Output causes the LEDs to ‘flicker’ behind the ‘WAIT’ indication when they are illuminated.

	
	

	Scope
	This problem affects early delivery of LED Wait boxes that have the WAIT PCB Artwork of Issue 6 or earlier and are to be connected to ST700 controllers and driven directly from the 48v Phase Output.

Note – this does NOT affect connection of the unit to other STC controller types.

	
	

	Related Documents
	LED Pedestrian Pushbuttons - 667/1/30210/ETC

WAIT PCB Artwork – 667/MB/30212/000

	
	

	Background
	

	
	

	Procedure
	The LED Pedestrian Pushbuttons that have the problem will be identified in the following manner – 

Inside the unit will be an information sheet containing the following –

WARNING – CONNECTING TO ST700 CONTROLLERS

When Connecting This Unit to a ST700 Controller, this LED Pedestrian Pushbutton MUST be driven by a 230v/48v Transformer.

Failure to Connect in this way will cause Malfunction of the WAIT Display.

The same information sheet will be attached to the packaging when the unit is shipped.

Investigating the issue of the LED WAIT PCB will also identify the problem units. If the PCB issue is at issue 4 or earlier the unit must be driven via a 230v/48v transformer.

These units maybe used on ST700 controllers if the Wait Phase Output is 230v and a transformer is utilised to generate the 48v required by the LED Pedestrian Pushbutton.

(The following transformer maybe used 

· 667/7/00977/008 – 48v fused 50VA – controller mounted

· 667/7/15855/004 – 48v fused 160 VA – controller mounted

· 667/7/15855/000 – 48v signal head mounted)

NOTE – LED Pedestrian Pushbutton units that have WAIT PCB Artworks of issue 7 or greater are NOT affected.
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