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	Introduction
	Cranked and Formed poles are longer than the standard 4m Traffic Signal poles. The intention is to avoid a cyclist coming into contact with the angled part of the cranked poles.

	
	

	Scope
	Toucan Crossings using ‘Formed’ or ‘Cranked’ Poles

	
	

	Related Documents
	Helios General handbook 667/HB/30000/000 issue 2

	
	

	Background
	The DETR Local Transport Note LTN1/98 7.2.4 includes the words- ‘—a minimum clearance of 2.1m between the lower edge of the signal assembly (including any additional box or support brackets) and the footway should be maintained. It should be noted that increased clearance (2.3m) is needed for three aspect cycle signals and it is recommended whenever cyclists may be present.’

Where formed or welded cranked poles are used the angled section of the pole needs also to be considered, particularly for Toucan crossings. In order to achieve the clearance the poles have been designed to have an overall length of 4.2mtrs. The rational is to give 2.3m clearance at a distance of 0.5m from the pole when normal planting depth is used. This makes it suitable for cycle crossings and can be used at pedestrian crossings.

These poles are longer than the standard 4M poles giving higher signal aspects. 

The standard 4.2 metre cranked signal pole has now been updated to the same length as the Formed pole.

Where similar height aspects/poles is required an optional increased length pole is available.



	
	

	Procedure
	Where cranked or formed poles are used at Toucan crossings, the 4.32 m pole is recommended. This has been specially designed to avoid the possibility of cyclists injuring themselves on the angled part of the poles. 

These poles have a maximum planting depth of 830 mm to adhere to all regulations. The standard minimum planting depth of 610 mm applies.

To allow for a level height of all signals at a Toucan site, straight poles are also available in 4.32 m length.

Part Numbers for Poles

Formed Poles (4.32m)

             667/2/28107/001 - Galvanised - Grey

             667/2/28107/002 – Galvanised - Black

             667/2/28107/003 - Galvanised – Black (TfL)

Cranked Poles (4.32m)

             667/2/30231/430 – Galvanised - Grey

             667/2/30231/432 - Galvanised - Black

Straight Poles (4.32m)

             667/2/03686/430 – Galvanised - Grey

             667/2/03686/432 – Galvanised - Black

             667/2/03686/434 - Galvanised – Black (TfL)
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