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Siemens Traffic Controls


Technical Action Bulletin


	Siemens Technical Action Bulletin No.
	STAB04-0016


	TITLE
	ST4R – Fault Latching


	Product
	ST800/

ST700
	T400
	Cuckoos
	OMU
	Street Furniture
	MOVA
	OTU
	INSTATION SOFTWARE
	ST4R

	
	
	
	
	
	
	
	
	
	▲


	Are Modifications  Required ?
	Yes

	Retrospective Action Required ?
	Yes

	Priority of the Change
	URGENT ASAP
	ACTION AT NEXT SITE VISIT
	ACTION WITHIN 3 MONTHS
	ACTION AT NEXT PI
	ACTION ONLY IF PROBLEM ARISES
	INFORMATION ONLY

	
	
	
	
	
	▲
	


	Introduction
	During investigations of the ST4R performance it has been identified that early issues of the PCB have resistor R166 omitted.
The omission of this resistor causes any fault detected on a channel to be ‘latched’ by the firmware.

The only method of clearing this latched fault is to operate the ‘Reset Button’ on the ST4R front panel.

	
	

	Scope
	All Urban Detector (24v Relay) ST4R cards (667/1/27665/000) issue 5 or earlier (pre March 2000) may not have resistor R166 fitted.

	
	

	Procedure
	If a Permanent Detect (PD) is present check the ST4R Urban Detector Card (667/1/27665/000) to identify if resistor R166 is fitted. (see attached file ST4R R166 Location.pdf for position of resistor). Any Detector Card with this resistor omitted should be replaced and returned to Poole for upgrading.

	
	

	Related Documents
	667/GA/27665/ETC
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