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Introduction�
 �
�
�
This instruction details action regarding the correction, if required, of possible failures to Telecommand 12 OTU PSU’s. The failure mode is that the Power Supply Unit does  not switch on properly following a failure of the Mains Supply. Replacement of the PSU remedies the problem. 





The PSU manufacturer, having had several PSUs returned to him has discovered that a capacitor failure caused almost all of the failures. Poole Product Support now replace this Capacitor where necessary on faulty PSUs returned to them and this change is sufficient to get most faulty PSUs serviceable without returning them to the manufacturer for repair. �
�
Scope�
�
�
�
 Power supplies at risk are all those manufactured before March 1996. This procedure consequently only applies to XP PSUs where the batch prefix starts with a code earlier than G10, where G=1996, and 10 = week 10 (i.e. F = 1995, 12= week 12). The code SIE may also appear as part of the Serial number on PSUs manufactured after this date.�
�
Back ground�
�
�
�
The manufacturer agreed that the capacitor failure is the main problem. On early PSUs the electrolytic in capacitor C8 can dry out, reducing its capacitance, such that the PSU will not re-start after a power failure.





The replacement capacitor� is manufactured by RUBICON under part number 50YXF22M5x11 (50volt 22(F 105( C).�
�
Procedure�
�
�
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It is recommended that as part of each Periodic Inspection of an OTU, power is removed and then re-applied. Any OTUs that fail to restart will need their PSU to be replaced with a spare. 


On any faulty PSU manufactured before March 1996, replace the capacitor C8 and retry in an OTU before returning it to service.


Replace capacitor C8 on all spare PSUs manufactured before March 1996.
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