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Siemens Traffic Controls Ltd.

Technical Services Dept.

	Technical Bulletin No: 
	TB 41-0071


	Status
	Issued

	Issue Date
	08/08/2002

	Issued by
	John Hampshire

	Approved by
	Roy Bowen


	Title:
	Helios signal Heads – Seal between body and door


	Introduction
	A problem has been identified where water ingress has occurred on a few LED signal heads. This is due to the body to door seal being incorrectly fitted during manufacture.

	
	

	Scope
	All Helios signal heads – both Standard Optic and LED

	
	

	Related Documents
	667/5/30200/ETC

	
	

	Background
	N/A

	
	

	Procedure
	Inspect all signal heads 

   1) in stock

   2) prior to fitting on poles during installation

   3) during periodic inspections

   4) where water ingress is a problem
for the correct fitment of this body to door seal.

Correct Fitting of Seal

The body to door seal located in the aspect body (Black expanded EPD foam 7mm x 5mm x 1110mm) should be fitted with a 10mm gap next to the spigot at the bottom of the aspect which prevents the door being put on upside down.

IF THE SEAL IS FITTED INCORRECTLY REMOVE THE SEAL AND POSITION IT AS IDENTIFIED IN ATTACHED DIAGRAM.
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Body to Door Seal





Spigot


(Seal gap of 10mm here)
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