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	Introduction
	LED Helios Signal Heads using issue 3 software and issue 3 hardware would not correctly perform RLM on T500, T400 & T110 controllers, hence the signals would fail.

	
	

	Scope
	All Helios LED Signals Heads that are to be fitted to T500, T400 and T110 Pedestrian Controllers.

	
	

	Related Documents
	The Helios Compatibility Document 667/SU/30200 will be update to reflect these changes.

	
	

	Background
	See Technical Bulletin TB41-0065

	
	

	Procedure
	Fit to RED LED signal aspects the LED PCB assembly 667/1/30198/001 at issue 4 or higher when used on a T500 or T400 pedestrian controller. (Note – issue 4 firmware will be loaded into this PCB variant.)

If there is insufficient stock of issue 4, or higher, Red LED PCB’s to complete an installation of a T500 or T400 Pedestrian controller, PCB assemblies of 667/1/30198/001 at issue 3 or lower may be returned to Poole for modification.

Note – All Red PCB assemblies 667/1/30198/001 will be

           shipped at issue 4 or higher as from now.

           All LED PCB’s will be loaded with issue 4 software as

           from now.

           The following PCB’s are updated to issue 4 as their

           software has been updated –

                 667/1/30198/002 – Amber LED

                 667/1/30198/003 – Green LED

                 667/1/30198/004 – L/R Green Arrow

                 667/1/30198/005 – Ahead green arrow

NOTE :- Testing of the Helios LED signal head has at present NOT been performed with a T110 pedestrian Controller. When tests have been completed another Technical Bulletin will be issued.
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